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Extended network licenses (net+) 

About this document 
Using extended network licenses (net+) gives you maximum flexibility when accessing 
your ArtemiS SUITE. In addition to the provision of licenses in the network, this license 
model offers the useful function of detaching licenses temporarily, thus allowing you to 
perform measurements even if your measuring computer is not in the network with the 
license server, e.g., for measurements on a test track. This application note provides 
information on what to consider when installing network licenses, gives a brief 
overview of the configuration options, and explains license transfer and overbooking 
rights.  
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This document is intended for ArtemiS SUITE users who want to learn about the 
necessary steps for the installation, configuration and transfer of extended network 
licenses. 

Do you have any questions? Your feedback is appreciated!  
For questions on the content of this document: Imke.Hauswirth@head-acoustics.com 
For technical questions on our products: SVP-Support@head-acoustics.com 

 

1. Introduction 
The dongle-protected Extended Network Licenses can only be used with an 
appropriately configured network dongle. In the following, the computer that provides 
the licenses in the network is referred to as the license server; the computers on which 

Artemis SUITE licenses are 
used are called client 
computers. Any physical 
computer1 that is in the 
network with the client 
computers can serve as a 
license server. However, it 
must be ensured that this 
computer is equipped with a 
USB port for the dongle and is 
operating whenever a client 
computer requires a license.  

In contrast to the local single-user licenses, the Extended Network Licenses are not 
located on the dongle but on the hard disk of the license server. The Extended 
Network Licenses are permanently connected to the license server and, after 
installation on a specific computer, can only be made available by this computer in 
conjunction with the appropriate dongle. In order to use another computer as a license 
server, the licenses must be transferred according to the procedure described in the 
chapter “License Transfer”. Such a license transfer may be necessary even if you only 
want to replace individual hardware components of this computer instead of the 
complete license server. 

  

 
1  Dongle-protected network licenses cannot be used on so-called virtual machines. 
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2. Required software installations 
The current installation files for the installations described below can be downloaded, 
for example, from the HEAD acoustics Download Center: 

https://secure.head-acoustics.com/de/head-dongle-tools-download.php 

Installations (license server) 
To activate your licenses, you need to perform the following steps:  
1. First, disconnect all dongles from your license server. 

2. Install the current HASP Dongle Driver.  

3. Install the current HEAD License Server.  

4. Download and start the HEAD Remote Update System tool. Activate the 
Installation of a new protection key function on the first tab (Collect Status 
Information) in the window that appears. 

5. Now click Collect information to generate a C2V file with information on your 
license server. This file is required to create two individual V2C files matching 
your license server.  
In order for the V2C files for your extended network licenses to be generated 
correctly, please send an e-mail with the following information to license-
management@head-acoustics.de: 

 □  the C2V file of your license server  

 □ your dongle number 

6. HEAD acoustics will create two V2C files for you, which will be sent to you as an 
attachment to an e-mail. These two files contain all necessary information on your 
Extended Network Licenses. After receiving them, start the HEAD Remote 
Update System tool again. Then connect your network dongle with the license 
server and click on the second tab (Apply License File). Select the V2C files one 
after the other using the  button in the Update File field and start the update 
by clicking Apply Update. After both V2C files have been applied, the ArtemiS 
SUITE licenses will be available via the network, provided that the license server is 
operating. 

If the license server is used not only to access the network licenses but also to work 
with ArtemiS SUITE, the corresponding ArtemiS SUITE software packages must also be 
installed on the license server.  

Installations (client computer) 
Now install the HASP dongle driver and ArtemiS SUITE on the client 
computers. This procedure also includes the installation of the License 
Detach Tool which you will need, for example, for detaching licenses 
temporarily. 
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3. Admin Control Center 
Entering http://localhost:1947 in a web browser opens the user interface of the 
Sentinel Admin Control Center2. 
In the left section of this user interface, various menus can be accessed. In addition, 
the Help button in the upper right corner provides online help on the use and 
configuration of your extended network licenses.  

 

Figure 1: Sentinel Admin Control Center 

 

4. Configuring the Extended Network Licenses 
To configure the extended network licenses, please open the Admin Control Center on 
the license server (http://localhost:19473) in a web browser and click Configuration 
on the left. This menu provides seven tabs for defining various settings. On the Basic 
Settings tab, for example, you can activate password protection to protect access to 
the Admin Control Center of your extended network licenses.  

The Access from Remote Clients tab is used to specify the computers on the 
network that are allowed to access the network licenses. Initially, all computers on the 
network are allowed to access the extended network licenses by default (see Figure 2, 
All licenses are accessible…). 

 
2  The Sentinel Admin Control Center was developed and provided by Thales Group. 
3  It is also possible to access the Admin Control Center of the extended network licenses from another 

computer within the network. To do so, enter http://{IP address of the license server}:1947 rather than 
http://localhost:1947 in the web browser. 
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Figure 2:  Configuration menu of the extended network licenses Access from Remote Clients 

You can also deny access to all computers in general (No one) and allow access to 
selected computers only. This is very conveniently possible via the Show Recent 
Client Access button. This button opens a table listing all computers connected in the 
network. Next to each computer in this list there is an allow and a deny button, which 
can be used to conveniently set the exceptions. Note that all changes to the 
configuration must be confirmed with Submit before they take effect. The exact syntax 
for this configuration as well as a detailed description of all possible settings can be 
found in the online help of the Admin Control Center.  

Figure 3 shows the Detachable Licenses tab. This tab allows you to specify whether 
licenses can be „borrowed“ (detached) from your license server to client computers. 
These detached licenses can then be used even if the client computer is not on the 
network.  

You can also specify the maximum number of licenses that can be detached, and the 
maximum detach duration.  

The configuration options described here represent only a selection. These and all 
other settings are described in more detail in the online help of the Admin Control 
Center. 
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Figure 3:  Configuration menu of the extended network licenses, Detachable Licenses 

Once you have completed the configuration, the licenses of the license server can be 
obtained by the authorized users and computers, provided that they are connected to 
the network. In order for the licenses to be detached, this function must also be 
enabled on the respective client computer via the Admin Control Center. The 
procedure is the same as enabling this function on the license server.  

If you have detached a license from the license server and want to start it on a client 
computer that is no longer in the network with the license server, you need either one 
of the black time dongles4 or an internet connection. Time dongles must be connected 
to a free USB port on the client computer. They serve as a clock to control the 
detaching duration, while the actual license is in a file on the client computer. If the 
client computer can access our web server (https://head-acoustics.com) via an 
internet connection, the detaching duration control can also be done via the internet 
connection. In this case, there is no need for a time dongle.  

To detach and return ArtemiS SUITE licenses on a client computer, you can use the 
License Detach Tool from HEAD acoustics. The use of this tool is described in the 
following chapter. 

  

 
4  These black time dongles are included with your extended network licenses. If the supplied number of 

time dongles is not sufficient, you can purchase additional time dongles. Also for using a time dongle, 
the dongle driver mentioned before must be installed on the client computer. 
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5. Detaching extended network licenses with the 
License Detach Tool 

After configuring the extended network licenses to allow license detaching, you can 
use the License Detach Tool from HEAD acoustics to perform the detaching from the 
client computer. To start the License Detach Tool, open the Program Files (x86) \ 
HEAD License Detach folder and start the HASPLicenseDetach.exe application. 
You must also make sure that your computer is connected to the license server via a 
network. 

This tool allows you to detach the required licenses from the license server (Detach 
button), return detached licenses to the license server (Cancel button), and install 
licenses detached by another computer on your own computer (Attach button, see 
Figure 4). 

 

Figure 4:  User interface of the License Detach Tool: Detach licenses 

Once you click on the Detach button, a table appears with the licenses that are 
available for detaching. Detaching licenses can be done in two different ways:  

Online Detach Mode 
This method allows you to detach licenses for your computer you are currently 
working with and which is connected online with the license server. Select the licenses 
you want to detach and click on the Detach selected licenses button. A dialog box 
appears in which you can specify the date until which you want to detach the license 
within the time limit set during the license configuration. Afterwards, you can use 
ArtemiS SUITE until the date you specified, even if your computer is no longer 
connected to the network of the license server. In order to use the detached license, 
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you need to connect a black time dongle to a USB port of the client computer or set up 
an internet connection.  

Offline Detach Mode 
This method allows you to detach licenses for another computer that does not 
currently have access to the license server network, i.e., is „offline“. After enabling the 
Offline method, select the computer for which you want to detach the licenses from 
the drop-down list displayed below and click the Detach selected licenses button. 
After that, you can specify the period for which the licenses are to be detached, and a 
location for saving the license file with the extension .h2r. You will then need to send 
or copy this file to the offline computer and install it there. In order to use the detached 
license, you will also need to connect one of the black time dongles to a USB port of 
the client computer or set up an internet connection.  

Please note that this license can only be applied and used on the specified client 
computer. Therefore, licenses cannot be returned directly to the license server, for 
example, but must first be applied on the client computer – even if they may no longer 
be required there. 

To install this license file, start the License Detach tool on the offline computer and 
click Attach. Select the location of the license file in the first line of the interface. After 
that, the detached licenses are displayed in the table and can be installed on the 
computer using the Attach selected updates button. 

In order to be included in the list of computers for which a license file can be created, 
an offline computer must have been connected to the network of the license server 
once before. If this is not the case, an ID file with information about the offline 
computer can be created via the Admin Control Center on the offline computer using 
the Diagnostics -> Create ID File link. By using this file, you make sure that the 
license server knows about the offline computer and includes it in the Select recipient 
list. To transfer the ID file to the license server, go to the Update/Attach page in the 
Admin Control Center of the license server, open the ID file of the offline computer, 
and click Apply File (see Figure 5).  

 

Figure 5:  User interface of the Admin Control Center: Update/Attach 

After that, the license server has all the information it needs about the offline 
computer, so that licenses can be detached for this computer as well. 
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Returning licenses prior to expiration 
Besides detaching licenses, you can also return licenses via the License Detach Tool, 
e.g., if you want to return detached licenses before the actual detaching period expires 
and make them available to other ArtemiS SUITE users. 

Usually, licenses are automatically reversed at the end of the detaching period and 
can no longer be used on the client computer. To return a license prior to expiry, open 
the License Detach Tool on the client computer and click the Cancel button. 

In the table that appears, select the licenses you want to return and click Cancel 
selected licenses (see Figure 6).  

 

Figure 6:  User interface of the License Detach Tool: Cancel detached licenses 

Once the licenses have been returned to the license server, they can be used by other 
client computers. Licenses can even be returned if the client computer is offline, i.e., 
not connected to the network of the license server. In this case, when licenses are 
returned, a file with the extension .r2h is created containing the necessary information 
for the server.  

This file is transferred to the license server like an ID file in the way described in the 
previous paragraph. After that, the returned licenses are ready for use in the network 
of the license server again. 
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6. Using favorites in the license selection dialog 
When ArtemiS SUITE5 is started, the license selection dialog shows which software 
modules are currently available on the license server. This allows the user to select 
the modules required for the current task. 

Using the Favorites function in the license selection, you can ensure that the 
available licenses are used as effectively as possible and that frequently-used module 
combinations do not have to be selected again and again. To do this, you define 
different software packages with different ArtemiS SUITE modules for different analysis 
tasks and save them as favorites. This accelerates the selection process and ensures 
that users only borrow the modules they need, leaving the remaining modules 
available for other users. 

Example 
In order to perform a signal analysis that considers the peculiarities of human signal 
processing, you need analyses such as Sharpness, Roughness or Relative Approach. 
After having activated the required modules (ASM 00, ASM 01, ASM 12 and ASM 16) 
in the license selection dialog, you can save this selection as a favorite by clicking 
Add current and entering a name, e.g., Psychoacoustics (see Figure 7). 

 

Figure 7:  License selection dialog 

For another task, you may want to create speed-dependent analyses that are stored in 
standardized reports using the user documentation. After having selected the required 
modules (ASM 00, ASM 01, ASM 02, ASM 03 and ASM 13) you can save this 
selection under the name Reporting, for example.  

 
5  In order for the license selection dialog to be displayed, the option Show license selection dialog on 

startup must be activated. This option can be found in ArtemiS SUITE under Start -> Options -> Basic-> 
Application -> Startup -> Show license selection dialog on startup. You can also display the license 
selection dialog by holding down the Shift key when starting ArtemiS SUITE. 
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Once you have saved different favorites, you can quickly and easily select and reload 
these configurations from a list by clicking the Favorites button. If a module you need 
is currently not available, this is indicated by a  icon instead of .  

You can also make the list containing the various favorites available to other users. To 
do this, copy the HASPLicenseSelector.xml file, which you will find under 
C:\Users\{User Name}\AppData\Roaming\HEAD acoustics\6, from the computer on 
which you defined the  favorites to the computer(s) on which you additionally want to 
use the favorites. 

If required, you can also specify the Search Mode for licenses in the license selection 
dialog. The default setting is Local and Network. With this setting, all available 
licenses on a local dongle and in the network are searched for and displayed. With the 
Network setting, only network licenses are displayed.  

 

7. License transfer 
If you need to transfer your extended network licenses from a physical license server 
to a new (physical) license server, the following steps will allow you to do so. If you are 
only exchanging individual hardware components of the server instead of the entire 
server, please contact our technical support (SVP-Support@head-acoustics.com) in 
order to clarify whether a license transfer is necessary in your specific application.  

Before you start the transfer, please note the following information: 
• Both the old and the new license server must have the latest version of the 

HASP dongle driver, the HEAD License Server and the HEAD Remote 
Update System respectively. The corresponding installation files can be 
downloaded, for example, in the HEAD acoustics Download Center: 

https://secure.head-acoustics.com/de/head-dongle-tools-download.php 

• All licenses must be returned before the transfer. This is the only way to 
transfer complete license packages to the new license server. Consequently, 
licenses cannot be used during the transfer. 

• In order for the transfer to be successful, the indicated sequence must be 
strictly adhered to! 

License transfer procedure 
1. First, you create an ID file (*.c2v) on the new license server: 

a. Start the HEAD Remote Update System on the new license server.  

b. Click on the Transfer License tab and perform Step 1 in the Collect 
information about the recipient computer section. Clicking on the  
button next to the Save recipient information to field allows you to specify 
the path and file name for the ID file to be created. 

 
6  You may first have to enable the display of hidden files and folders in the properties of your Windows 

Explorer so that you can open this file path. 
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Figure 8 : Transfer License tab in the HEAD Remote Update System (RUS) 

2. Transfer the resulting ID file to the old license server.  

 

3. Now open the HEAD Remote Update System on the old license server and 
perform Step 2 on the third tab. To do so, click on the license to be transferred in 
the table. Then use the  button next to the Read the recipient information 
file from... field to select the ID file generated and transferred on the new license 
server.  

 

Figure 9:  Generating license transfer files in the HEAD Remote Update System (RUS) 

4. Next, use the same Step 2 section to generate a file with your licenses (*.h2h) on 
the old license: 
To generate the file, first click the  button (on the old license server) next to 
the Generate the license transfer file to... field to specify the path and file name 
for the H2H file. Finally, start the generation by clicking the Generate License 
Transfer File button. 

The H2H file created in this way contains your ArtemiS SUITE license. The 
file must not be deleted under any circumstances, otherwise you will lose 
your license! 
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We recommend that you first save the H2H file locally on the old license server. 
Afterwards, you can copy the file for the transfer, e.g., to a USB stick. Always 
work with a copy and delete the original file on the old license server only after 
the licenses have been successfully installed on the target computer.  

5. Transfer the generated H2H file to the new license server and connect the 
network dongle to this computer. 

 

6. Start the HEAD Remote Update System again on the new license server. Click 
on the Apply License File tab, select the transferred H2H file via the  
button, and apply it by clicking Apply update. 

Your license has now been transferred to the new license server and is available via 
the network, provided the new license server is operating. 
 

8. Right of overbooking 
If your extended network licenses are under software maintenance (SMA), HEAD 
acoustics entitles you to use an additional 20% (rounded) of the extended network 
software components purchased by you for a period of 30 days per year in times of 
increased demand (“right of overbooking”). For this purpose, additionally provided 
licenses will be booked out at HEAD acoustics for the corresponding period. To obtain 
an additional license, please send an e-mail to license-management@head-
acoustics.de. In order for HEAD acoustics to generate an additional license for your 
computer, you must attach to this e-mail an ID file of the computer on which the 
license is to be used. The creation of this ID file is described on page 8 (Creating ID 
files).  

Please note that only the network administrator registered with HEAD acoustics is 
authorized to request additional licenses.  

You will receive a license file from us, which you install on your computer using the 
License Detach Tool as described on page 8 (Applying license files). In order to use 
the additional license(s), you will need either one of your black time dongles included 
in the scope of delivery of the extended network licenses (net+) or an internet 
connection with access to https://head-acoustics.com. 

 

Transferring license files 

Applying license files 
on the new server  

http://www.head-acoustics.com/
mailto:license-management@head-acoustics.de
mailto:license-management@head-acoustics.de
https://head-acoustics.com/

	Extended network licenses (net+)
	About this document
	1. Introduction
	2. Required software installations
	Installations (license server)
	Installations (client computer)

	3. Admin Control Center
	4. Configuring the Extended Network Licenses
	5. Detaching extended network licenses with the License Detach Tool
	Online Detach Mode
	Offline Detach Mode
	Returning licenses prior to expiration

	6. Using favorites in the license selection dialog
	Example

	7. License transfer
	License transfer procedure

	8. Right of overbooking


